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Easy9

Load protection

Easy9 Voltage relay

Easy9 Voltage Relay is a standalone 
product detecting overvoltage and 
undervoltage.
The relay inside opens the circuit and 
recloses automatically when the network 
comes back to normal

Functions

bb Prevents the destruction by unstable electrical networks or neutral rupture of 
electronic and IT equipment: televisions, computers, monitors, printers, modems, 
household appliances with electronic controllers, telephones, faxes, alarm systems, 
etc.

bb Detects overvoltage, undervoltage, opens circuit and recloses automatically when 
the electrical network becomes stable.
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Easy9 Easy9 Voltage relay

2P
Easy9 Voltage Relay
Rating (Ie)  

40 A EZ9C1240
63 A EZ9C1263
Voltage rating (Ue) 230 V, 50 Hz
Width in 9-mm modules 4

Functions
bb The voltage relay is used to protect consumer goods (electronics devices, TV, PC, 

appliances,..) against the temporary overvoltage and undervoltage caused by 
unstable electrical networks or neutral rupture.

bb Detects overvoltage, undervoltage, opens circuit and recloses automatically when 
the electrical network becomes stable.

bb Overvoltage/undervoltage trips and recovery thresholds are predefined.

Connection
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PZ2

14 mm

Rigid copper cables
1...35 mm2 Tightening torque: 3.5 N.m

Flexible copper cables or with ferrule
1...25 mm2 Tightening torque: 3.5 N.m

Characteristics
Main characteristics
Insulation voltage (Ui) 400 V AC
Rated impulse withstand voltage 
(Uimp)

4 kV
Between contact 1.5 kV

Overvoltage (L/N) Tripping > 265 V AC
Reset 253 V AC

Undervoltage (L/N) Tripping Between 50 and 160 V AC
Reset 195 V AC

Time delay 30 s ±5
Max consumption of the product 4 VA
Upstream protection By modular circuit breaker

Additional characteristics 
Degree of protection
(IEC 60529) 

Device only IP20
Device in modular 
enclosure

IP40

Polution degree 2
Endurance (O-C) Mechanical 12,000 cycles

Electrical 10,000 cycles
Operating temperature -5°C to +40°C
Storage temperature -40°C to +80°C
Altitude  2000 m

Clip on DIN rail 35 mm.

Indifferent position of installation.
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http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=EZ9C1240
http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=EZ9C1263
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Easy9 Easy9 Voltage relay

Weight (g)
Type Easy9 Voltage Relay
2P 172

Dimensions (mm)
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Voltage status indicator
By green indicator: OK
By red  flash indicator: 
overvoltage or 
undervoltage occurs
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Easy9

2.1 23/10/2020 Fix diagram, connection and weight I. Flaubert
2.0 22/09/2020 Change product and characteristics I. Flaubert
1.2 11/05/2016 Add a red legend on the drawing of the first page Sonovision
1.1 29/03/2016 New texts, new presentation Sonovision
1.0 26/11/2015 Creation Sonovision
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